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With the aim of providing a tool for comprehensive seismic analyses of damaged
steel moment resisting frames, this paper presents the development of a structural
model that is able to describe the general behavior of damaged steel structures
under repeated earthquakes. A regular 3D special steel moment frame designed
using AISC 360-10 have been modeled to evaluate the effects of mainshock-
aftershock sequences on seismic behavior of structures. At first, rotations of
each plastic hinge of the structure were determined under a set of records by the
nonlinear dynamic analysis. Next, based on the deformation of hinges under
main-shocks, suitable damaged hinges were assigned to each hinge. At last, again,
the nonlinear time history analyses were carried out to evaluate the performance
of damaged steel moment frame structures under repeated earthquakes. It seems
that the effects of cumulative damage in Damaged Modified Method did not trigger
special floors. The results have shown the importance of considering the effects
of mainshock-aftershock sequences in design codes. Finally, the response of the
structure computed by Damaged Modified Hinges method was compared with
repeated method that is common in evaluation and vulnerability of structures
under seismic sequences. Besides, it is shown that considering the initial damage
in element behaviors could change the structural mechanism.
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ABSTRACT

1. Introduction

There are several investigations aimed at
studying the effects of seismic sequences on the
response of structures [1-11]. The first type of those
researchers has been focused on the nonlinear
responses of single-degree-of-freedom (SDOF)
systems such as Mahin [1], Sunasaka and Kiremidjian
[2], Amadio et al. [3], Luco et al. [4], Hatzigeorgiou,
etc. [5-6].

The other one studied the response of multiple-
degree-of-freedom (MDOF) systems such as

Fragiacomo et al. [7], Lee and Foutch [8], Li
and Ellingwood [9], Ruiz-Garcia et al. [10],
Hatzigeorgiou, etc. [11].

Li and Ellingwood [9] studied the response of two
steel moment frames having 9 and 20-story steel
moment frames that were designed as a typical
office building in Los Angeles area prior to the
1994 Northridge earthquake. This article proposed a
special way to model mainshocks-aftershocks
sequences. Ruiz-Garcia et al. [10] investigated the
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seismic behavior of some RC highway bridges under
as-recorded mainshock-aftershocks sequences.
Hatzigeorgiou and Liolios [11] evaluated the response
of regular and irregular RC frames under as-recorded
and artificial seismic sequences. It had shown that
the displacement ductility demands of structures
were enhanced under the real seismic sequences.

In all of the referenced papers above, there is a
point of ambiguity; i.e. the moment-rotation relations
of the deformation controls elements during the
mainshock-aftershock sequences are constant. It
seems that this obscure procedure or inaccuracy has
been cited as a criticism of back-to-back analyses of
structures subjected to mainshock-aftershock
sequences. The major coordinate research project
described in this paper presents an alternative
approach to evaluate the effects of stiffness and
strength degradation of special steel moment frames
components under mainshock-aftershocks.

2. Plastic Hinge Modification Factors

Several different approaches use to evaluate the
seismic behavior of structures. In order to static or
dynamic nonlinear analyzes of buildings, with an
adoption lumped plasticity model, the behavior of
deformation control elements has been properly
characterized with a moment rotation relation. The
moment rotations of plastic hinges have been
idealized with multi-linear curves. The idealizing
procedure with a multi-linear curve has been
described in some guidelines such as FEMA 356
[12].

In order to analyze damaged steel moment
frame buildings, with the assumption of a lumped
plasticity model (with a moment rotation relation),
the beam and column plastic behavior of damaged
steel elements were determined based on [13].
Hosseini Hashemi and Naserpour [13] proposed an
analytical approach that is capable of considering
the effects of cumulative damage on steel elements
subjected to mainshock-aftershock sequences.

As mentioned previously, FEMA plastic hinges
are conservative [14]. Consequently, in a relative
performance analysis, the degree of conservatism
should be identical for both the intact and damaged
models to give reliable results to judge the plan of
rehabilitation projects. Therefore, the damaged
behaviors of structural components have been

calibrated to the intact elements that had been
calibrated with FEMA proposed behaviors. As a
result, the plastic hinges of damaged elements
should be modified with the suitable variation of
stiffness, strength, and ultimate drifts modification
factors. The general shape of moment-rotation
relations of damaged and intact elements have been
compared and illustrated in Figure (1) [13].

Figure 1. General Shape of Intact and damaged plastic
hinges [13].

Modification factors used to modify component
properties have been expressed as:

=λ k  the modification factor for the effective initial
stiffness ).( ' KK K ×λ=

=λQ  the modification factor for the strength
).( '

CEQCE QQ ×λ=
=λ )(aD  the modification factor to consider the

plastic rotation in point  a! ).( ' DD D ×λ=
=λ )(bD  the modification factor to consider the

plastic rotation in point 'b' ).( '
ultimateDultimate DD ×λ=

Point 'a' and 'b' have been shown in Figure (2).
It should be noted that the notation λ is used to

Figure 2. Position of damaged plastic hinges points on
moment-rotation relation [13].
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earthquake [15]. The mainshock earthquake
ensembles used in this study are modelled by
ground motions developed in the SAC Project for
Los Angeles, CA [16]. All the records used in the
present study are shown in Table (2).

3.3. Nonlinear Modeling

The seismic response of the building model is
evaluated using nonlinear time history analyses. A
model comprised by lumped plasticity beam-column
elements has been used to represent the flexural
behavior of damaged beams and columns. The
damaged plastic hinges in the lumped plasticity
beam-column elements are modeled by using the
damaged hysteretic behavior developed by refer-
enced paper [13], which is capable of simulating
stiffness and strength degrading of beams and
columns during the repeated earthquakes.

The model is subjected to the ground motions
with particular intensities, and the time history of
building responses is included key engineering
demand parameters such as peak inter-story drifts,
roof drifts, and permanent inter-story drifts.

At first, rotations of each plastic hinge of the
structure have been determined under those records.
Next, based on the deformation of hinges, suitable

Table 2. Records used for nonlinear time history analyses.

damaged hinges were assigned to each hinge.
At last, the nonlinear time history analyses have
been carried out to evaluate the performance of
the structure with damaged plastic hinges under
repeated earthquakes.

The method used in this paper has been depicted
in Figure (5) using a flowchart.

4. Results and Discussion

4.1. Inter-Story Drift

In order to study the influence of mainshock-
aftershock earthquake sequences in the response of
special steel moment frames, a series of nonlinear
dynamic analyses were carried out with considering
the effects of initial damage on structural elements.

The distribution over the height of inter-story
drift levels computed from a set of the records
during the Imperial Valley and Kobe earthquakes
for the model is shown in Figure (6).

In these records, it can be seen that in some
cases, the mainshocks trigger inter-story drift
demands shorter than the aftershock inter-story
drift demands. In addition, the effects of cumulative
damage on the structure have not been concentrated
on some special floors. The results show that in an
earthquake, the inter-story drifts are in higher floors

Table 1. Column and beam sections of the designed structure.
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Figure 5. The used method to evaluate structures subjected
to mainshock-aftershock sequences.

and in other earthquakes, they are in lower or middle
floors. Therefore, it seems that the distribution of
inter-story drift levels for damaged structures
depends on the elements rotations subjected to
mainshocks. It should be mentioned that in previous
researches, the seismic behavior of structures
subjected to mainshock-aftershock sequences had
been evaluated based on the constant shape of
components plastic hinge. However, the seismic
behavior of damaged structures, moreover, the
structure period, the number of story, input strong
ground motions, etc. are related to the plastic
behavior of the components.

It was observed that the aftershocks in some
cases have not increased the level of the inter-story
drift and the permanent inter-story drift. For instance,
in Superstition Hills earthquake (mentioned in
Tables (3) and (4)) in two directions, the distribution
of the inter-story drift level in height for the damaged
and initial structure is the same.

The rate of the increase in inter-story drifts for
each story in two directions has been shown in
Tables (3) and (4). The differences among the story

Figure 6. The distribution of inter-story drifts in the height for Kobe and Imperial Valley earthquake.

Table 3. The ratio of the damaged inter-story drift to intact inter-story drift in X-direction












